
FM CONSTANT IMPEDANCE COMBINER 
3DB3-2-2FM

Technical Data:

Мax. Input power
- broadband input (BB) 8 kW
- narrowband input (NB) 2 kW
Impedance 50 ohm
Input connector NB 7/16m
Input connector BB EIA 7/8

10kW / EIA 1+5/8

87.5 – 108 MHz
0.8 MHz  

≥ 30 dB *

Output power / connector

Frequency range
Min. frequency spacing

Isolation between the input 
Insertion loss
- BB Input ≤ 0.15 dB *
- NB Input ≤ 0.5   dB *
VSWR
- BB Input ≤ 1.15 *
- NB Input ≤ 1.1   *

* values refer to the min. channel spacing

Design and Construction:

Material aluminium, brass, silver plated
Frequency range +5 ... +45 °C
Dimentions 467x930cm, h=1.4m max
Weight 90 kg

Narrow band inputs will be set at the following frequencies: 1: 105.9 MHz; 2: 90.1 MHz; 3: 92.3 MHz

www.vigintos.com 

Narrowband
Input

Load

Output
Broadband

Input



 530  200 
 930 

 1
11

3*
 

 467 

 1
21

3*
 

 404 

Ra  3,2

Bylos Nr. Papildoma informacija Medžiaga Mastelis

Atsakinga žinyba Konsultantas Dokumento tipas Dokumento statusas

Savininkas Rengė

Tvirtino

Antraštė

Kiekis Data Kalba Lapas

LT 21 -2024-06-10

1:10

2+2x1X2 masyvas

D. Adamonis
VIGINTOS

ELEKTRONIKA K. Banišauskas

Darbo brėžinys

LST EN 22768-mK



Bylos Nr. Papildoma informacija Medžiaga Mastelis

Atsakinga žinyba Konsultantas Dokumento tipas Dokumento statusas

Savininkas Rengė

Tvirtino

Antraštė

Kiekis Data Kalba Lapas

LT 22 -2024-06-10

1:8

2+2x1X2 masyvas

D. Adamonis
VIGINTOS

ELEKTRONIKA K. Banišauskas

Darbo brėžinys

LST EN 22768-mK


	Лист1
	Чертежный вид1
	Чертежный вид2
	Чертежный вид3

	Лист2
	Чертежный вид4


